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PRODUCT DATA SHEET

Valve Tags

Use: �Meet ASME/ANSI A13.1-2015 for identification of materials in pipes of less than 3/4” (19mm) 
in diameter, and for valve and fitting identification.

Features: �Stamping or engraving available. Sequential numbering available.

Material: �19 gauge Aluminum

Size/Shape: ��1-1/2” Round 2” Round	 1-1/2” Square	 2” Square

Ink Fill Color Options: �Black, Blue, Red, or White

Maximum Temperature: �Material 1500°F. Ink fill 233°F

Top Hole Size: �3/16”

Letter Height: �1/4”

Number Height: �1/2”

Aluminum Valve Tags

Signs, Labels & Solutions for a Safer Workplace

Editable:

Outlined:
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Material: �19 gauge solid Brass

Size/Shape: �1-1/2” Round 2” Round	 1-1/2” Square	 2” Square
1-1/2” Hexagon	 2” Octagon	 1-1/2” Triangle	 2” Triangle

Ink Fill Color Options: �Black, Blue, Natural, Red, or White

Maximum Temperature: �Material 1200°F. Ink fill 233°F

Top Hole Size: �3/16”

Letter Height: �1/4”

Number Height: �1/2”

Brass Valve Tags

Material: �.025 / Grade 304 Stainless Steel

Size/Shape: �1-1/2” Round 2” Round	 1-1/2” Square	 2” Square

Ink Fill Color Options: Black, Natural

Maximum Temperature: �Material 2700°F. Ink fill 233°F

Top Hole Size: �3/16”

Letter Height: �1/4”

Number Height: �1/2”

Stainless Steel Valve Tags


