**Stamped Stainless Steel Valve Tags**

**Description**
Seton valve tags made of industry standard stainless steel that will not bend or break.

**Use**
Durable stamped valve tags enable workers to identify valves laid out in the harshest environments and extreme temperatures.

**Material**
20 Gauge (Grade 304) Stainless Steel

**Thickness**
0.037 in (0.9398 mm)

**Hole**
Comes with 3/16" top hole

**Color/Fills Available**
Black Filled, Red Filled, Natural (No Color)

**Shapes/Dimensions**
- 1½" Dia.
- 2" Dia.
- 1½" W x 1½" H
- 2" W x 2" H

**Temperature Resistance**
Material withstands temperatures of up to 2700°F (Ink Fill up to 233°F)

**Maximum Character/Line**

<table>
<thead>
<tr>
<th>Tag Shape</th>
<th>Tag Size</th>
<th>Max Chars/line</th>
</tr>
</thead>
<tbody>
<tr>
<td>Round</td>
<td>1½&quot;</td>
<td>5</td>
</tr>
<tr>
<td></td>
<td>2&quot;</td>
<td>6</td>
</tr>
<tr>
<td>Square</td>
<td>1½&quot;</td>
<td>5</td>
</tr>
<tr>
<td></td>
<td>2&quot;</td>
<td>5</td>
</tr>
</tbody>
</table>

**Character Height**
Tags are stamped with ¼” letters above ½” numbers, or choose letters or numbers only

**Compliance**
ANSI/ASME A13.1-2015 Standards

**Average Outdoor Durability**
3-6 Years

**Color/Fills Available**
- No. 6 Beaded
- Nylon Ties
- No. 16 Jack Chains
- “S” Hook Fasteners

*Fasteners not included

Call 1-800-243-6624 or visit seton.com
Copyright © Seton 2019. All Rights Reserved. Rev. 041719