## Clear Arrows-On-A-Roll Tape

<table>
<thead>
<tr>
<th>Description:</th>
<th>Clear Arrows-On-A-Roll™ Tape is made of durable 5 mil pressure-sensitive vinyl, overlaminated for added protection against chemicals and weathering. Perforated every 8 inches for easy application.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Use:</td>
<td>See pipe color, clearly mark the direction of flow of pipe contents and add extra adhesion to pipe markers.</td>
</tr>
</tbody>
</table>
| Adhesive Type: | Acrylic pressure sensitive  
LS2 Acrylic Adhesive                                                                                                                                                                                                                                           |
| Standard Legend Colors: | Black or white                                                                                                                                                                                                                                                     |
| Standard Background Colors: | Transparent                                                                                                                                                                                                                                                         |
| Thickness:  | 0.023mm                                                                                                                                                                                                                                                            |
| Standard Sizes/ Dimensions: | **Size**  
1” x 108’  
2” x 108’  
2” x 54’                                                                                                                                                                                                 |
| Application Temperature: | Between 32°F and 140°F                                                                                                                                                                                                                                             |
| Average Outdoor Durability: | Up to 5 years                                                                                                                                                                                                                                                       |

Date: / /  
Job: __________________________________________________________________________________________

Contractor ___________________________________________________________________________________